


CONTRACT CE 07-08-06 

Tasman Drive & Homestead Road Surface Reseal 03020-12 Civil Improvements 
April 2008, Bid Set – ADDENDUM NO. 1 

 
c. If the aggregate material is to be crushed gravel, it shall consist of hard, durable 

fragments of stone or gravel of accepted quality and crushed to specification 
size.  All strata, streaks, pockets of sand, excessively fine gravel, clay or other 
unsuitable material including all stones, rocks and boulders of inferior quality 
shall be discarded and not allowed to enter the crusher.  The crushing of the 
gravel shall separate the #4, 3/8 and ½ inch sieves and shall have minimum 95% 
of the particles with a minimum of one mechanically fractured face and 90% of 
the particles shall have a minimum of two mechanically fractured faces. 

 
d. The crushed aggregate shall not contain more than 8% by weight of flat or 

elongated pieces and shall be free from wood, roots and vegetable or other 
organic extraneous matter.  The crushed coarse aggregates shall have a 
percentage of wear not more than 7 percent at 100 revolutions and not more 
than 30 percent at 500 revolutions, as determined by ASTM C131. 

 
e. The aggregate shall neither show evidence of disintegration nor show a total loss 

greater than 12% when subjected to 5 cycles of the sodium sulfate-accelerated 
soundness test specified in ASTM C88. 

 
f. The crushed aggregate for PMAR applications, when tested in accordance with 

ASTM C136, shall meet the following aggregate gradation requirements: 
 

Sieve Size Aggregate Size 3/4" 1/2" 3/8" ¼” No. 8 No. 200 
3/8 inch - % Passing - 100 70 - 85 0 - 15 0 – 5 0 - 1 
½ inch - % Passing 100 95-100 70 – 85 0 - 15 0 – 5 0 – 1 

 
Screenings shall be preheated to a temperature between 300° and 350° degrees F. 
and uniformly precoated with 0.70 to 1.00%, by weight, of grade PG64-10 asphalt at 
a central mixing plant as approved by the Engineer.  Precoated aggregate shall be 
delivered to the job site at a temperature of not less than 275° F and be a minimum 
of 260° F at the time of placement. 

 
Aggregate screenings shall also conform to the following requirements: 

 
Test California Test Test Results 
Loss in L.A. Rattler   (after 100 revolutions) 211 10  % Max 
Loss in L.A. Rattler   (after 500 revolutions) 211 40 % Max 
Film Stripping  302 25 % Max 
Cleanness Value  227 80 Min 
Durability 229 52 Min 

 
Stockpiling of screenings after preheating and precoating with paving asphalt will not 
be permitted. 

 
Covers that completely cover each load of precoated screenings shall be used 
during hauling to minimize temperature drop of the precoated screenings. 

 












































































